
 

 

 

 

 

 

DGM Data Processing Notes Tracking and Equipment QC 

Checks 

QC Function Tests 

Parker Flats Phase II MRA, Former Fort Ord 



Static Calibration Test

Mean: ‐86.83

Time‐>

Acceptable range: 2.5CH_1
L0 (without object)

Failure points: 0%

Mean: 152.61

Time‐>

Acceptable range: 2.5CH_1
L1 (with object)

Failure points: 0.109%

Mean: ‐85.99

Time‐>

Acceptable range: 2.5CH_1
L2 (without object)

Failure points: 0%

Mean: ‐37.96

Time‐>

Acceptable range: 2.5CH_2
L0 (without object)

Failure points: 0%

Mean: 133.44

Time‐>

Acceptable range: 2.5CH_2
L1 (with object)

Failure points: 0%

Mean: ‐37.8

Time‐>

Acceptable range: 2.5CH_2
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐18.45

Time‐>

Acceptable range: 2.5CH_3
L0 (without object)

Failure points: 0%

Mean: 86.6

Time‐>

Acceptable range: 2.5CH_3
L1 (with object)

Failure points: 0%

Mean: ‐18.39

Time‐>

Acceptable range: 2.5CH_3
L2 (without object)

Failure points: 0%

Mean: ‐14.11

Time‐>

Acceptable range: 2.5CH_4
L0 (without object)

Failure points: 0%

Mean: 39.58

Time‐>

Acceptable range: 2.5CH_4
L1 (with object)

Failure points: 0.164%

Mean: ‐14.1

Time‐>

Acceptable range: 2.5CH_4
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 65.01

Time‐>

Acceptable range: 2.5CH_1
L0.1 (without object)

Failure points: 1.11%

Mean: 230.96

Time‐>

Acceptable range: 2.5CH_1
L1.1 (with object)

Failure points: 0.875%

Mean: 65.68

Time‐>

Acceptable range: 2.5CH_1
L2.1 (without object)

Failure points: 0%

Mean: 109.47

Time‐>

Acceptable range: 2.5CH_2
L0.1 (without object)

Failure points: 0.0527%

Mean: 229.81

Time‐>

Acceptable range: 2.5CH_2
L1.1 (with object)

Failure points: 0.164%

Mean: 109.4

Time‐>

Acceptable range: 2.5CH_2
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 80.25

Time‐>

Acceptable range: 2.5CH_3
L0.1 (without object)

Failure points: 0%

Mean: 154.29

Time‐>

Acceptable range: 2.5CH_3
L1.1 (with object)

Failure points: 0%

Mean: 80.18

Time‐>

Acceptable range: 2.5CH_3
L2.1 (without object)

Failure points: 0%

Mean: 36.03

Time‐>

Acceptable range: 2.5CH_4
L0.1 (without object)

Failure points: 0%

Mean: 73.93

Time‐>

Acceptable range: 2.5CH_4
L1.1 (with object)

Failure points: 0.109%

Mean: 35.96

Time‐>

Acceptable range: 2.5CH_4
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐47.13

Time‐>

Acceptable range: 2.5CH_1
L0.2 (without object)

Failure points: 1%

Mean: 95.66

Time‐>

Acceptable range: 2.5CH_1
L1.2 (with object)

Failure points: 0.0547%

Mean: ‐46.55

Time‐>

Acceptable range: 2.5CH_1
L2.2 (without object)

Failure points: 1.5%

Mean: ‐12.22

Time‐>

Acceptable range: 2.5CH_2
L0.2 (without object)

Failure points: 0.105%

Mean: 87.72

Time‐>

Acceptable range: 2.5CH_2
L1.2 (with object)

Failure points: 0%

Mean: ‐12.08

Time‐>

Acceptable range: 2.5CH_2
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐8.67

Time‐>

Acceptable range: 2.5CH_3
L0.2 (without object)

Failure points: 0%

Mean: 51.02

Time‐>

Acceptable range: 2.5CH_3
L1.2 (with object)

Failure points: 0%

Mean: ‐8.58

Time‐>

Acceptable range: 2.5CH_3
L2.2 (without object)

Failure points: 0%

Mean: ‐10.59

Time‐>

Acceptable range: 2.5CH_4
L0.2 (without object)

Failure points: 0%

Mean: 19.2

Time‐>

Acceptable range: 2.5CH_4
L1.2 (with object)

Failure points: 0.109%

Mean: ‐10.57

Time‐>

Acceptable range: 2.5CH_4
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐61.7

Time‐>

Acceptable range: 2.5CH_1
L4 (without object)

Failure points: 1.18%

Mean: 240.08

Time‐>

Acceptable range: 2.5CH_1
L5 (with object)

Failure points: 1.98%

Mean: ‐61.61

Time‐>

Acceptable range: 2.5CH_1
L6 (without object)

Failure points: 0.969%

Mean: ‐33.73

Time‐>

Acceptable range: 2.5CH_2
L4 (without object)

Failure points: 0.513%

Mean: 182.41

Time‐>

Acceptable range: 2.5CH_2
L5 (with object)

Failure points: 0.495%

Mean: ‐33.73

Time‐>

Acceptable range: 2.5CH_2
L6 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐17.65

Time‐>

Acceptable range: 2.5CH_3
L4 (without object)

Failure points: 0.308%

Mean: 114.15

Time‐>

Acceptable range: 2.5CH_3
L5 (with object)

Failure points: 0%

Mean: ‐17.57

Time‐>

Acceptable range: 2.5CH_3
L6 (without object)

Failure points: 0%

Mean: ‐14.19

Time‐>

Acceptable range: 2.5CH_4
L4 (without object)

Failure points: 0.411%

Mean: 52.58

Time‐>

Acceptable range: 2.5CH_4
L5 (with object)

Failure points: 0%

Mean: ‐14.19

Time‐>

Acceptable range: 2.5CH_4
L6 (without object)

Failure points: 0%



Static Calibration Test

Mean: 90.93

Time‐>

Acceptable range: 2.5CH_1
L4.1 (without object)

Failure points: 2.87%

Mean: 232.44

Time‐>

Acceptable range: 2.5CH_1
L5.1 (with object)

Failure points: 7.59%

Mean: 90.87

Time‐>

Acceptable range: 2.5CH_1
L6.1 (without object)

Failure points: 2.74%

Mean: 111.65

Time‐>

Acceptable range: 2.5CH_2
L4.1 (without object)

Failure points: 0.41%

Mean: 214.21

Time‐>

Acceptable range: 2.5CH_2
L5.1 (with object)

Failure points: 0.385%

Mean: 111.54

Time‐>

Acceptable range: 2.5CH_2
L6.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 77.83

Time‐>

Acceptable range: 2.5CH_3
L4.1 (without object)

Failure points: 0.462%

Mean: 140.77

Time‐>

Acceptable range: 2.5CH_3
L5.1 (with object)

Failure points: 0%

Mean: 77.89

Time‐>

Acceptable range: 2.5CH_3
L6.1 (without object)

Failure points: 0%

Mean: 33.97

Time‐>

Acceptable range: 2.5CH_4
L4.1 (without object)

Failure points: 0.462%

Mean: 66.31

Time‐>

Acceptable range: 2.5CH_4
L5.1 (with object)

Failure points: 0%

Mean: 34.01

Time‐>

Acceptable range: 2.5CH_4
L6.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐33.83

Time‐>

Acceptable range: 2.5CH_1
L4.2 (without object)

Failure points: 2.36%

Mean: 95.78

Time‐>

Acceptable range: 2.5CH_1
L5.2 (with object)

Failure points: 4.45%

Mean: ‐33.53

Time‐>

Acceptable range: 2.5CH_1
L6.2 (without object)

Failure points: 1.94%

Mean: ‐11.61

Time‐>

Acceptable range: 2.5CH_2
L4.2 (without object)

Failure points: 0.462%

Mean: 79.56

Time‐>

Acceptable range: 2.5CH_2
L5.2 (with object)

Failure points: 0.44%

Mean: ‐11.41

Time‐>

Acceptable range: 2.5CH_2
L6.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐10.67

Time‐>

Acceptable range: 2.5CH_3
L4.2 (without object)

Failure points: 0.513%

Mean: 43.86

Time‐>

Acceptable range: 2.5CH_3
L5.2 (with object)

Failure points: 0%

Mean: ‐10.36

Time‐>

Acceptable range: 2.5CH_3
L6.2 (without object)

Failure points: 0%

Mean: ‐11.84

Time‐>

Acceptable range: 2.5CH_4
L4.2 (without object)

Failure points: 0.411%

Mean: 15.56

Time‐>

Acceptable range: 2.5CH_4
L5.2 (with object)

Failure points: 0%

Mean: ‐11.57

Time‐>

Acceptable range: 2.5CH_4
L6.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐78.14

Time‐>

Acceptable range: 2.5CH_1
L0 (without object)

Failure points: 0.0967%

Mean: 43.99

Time‐>

Acceptable range: 2.5CH_1
L1 (with object)

Failure points: 0.0541%

Mean: ‐77.92

Time‐>

Acceptable range: 2.5CH_1
L2 (without object)

Failure points: 0%

Mean: ‐32.72

Time‐>

Acceptable range: 2.5CH_2
L0 (without object)

Failure points: 0.0484%

Mean: 52.1

Time‐>

Acceptable range: 2.5CH_2
L1 (with object)

Failure points: 0%

Mean: ‐32.69

Time‐>

Acceptable range: 2.5CH_2
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐16.35

Time‐>

Acceptable range: 2.5CH_3
L0 (without object)

Failure points: 0%

Mean: 34.23

Time‐>

Acceptable range: 2.5CH_3
L1 (with object)

Failure points: 0%

Mean: ‐16.27

Time‐>

Acceptable range: 2.5CH_3
L2 (without object)

Failure points: 0%

Mean: ‐13.83

Time‐>

Acceptable range: 2.5CH_4
L0 (without object)

Failure points: 0%

Mean: 11.43

Time‐>

Acceptable range: 2.5CH_4
L1 (with object)

Failure points: 0%

Mean: ‐13.81

Time‐>

Acceptable range: 2.5CH_4
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 69.67

Time‐>

Acceptable range: 2.5CH_1
L0.1 (without object)

Failure points: 1.4%

Mean: 170.2

Time‐>

Acceptable range: 2.5CH_1
L1.1 (with object)

Failure points: 3.41%

Mean: 70.2

Time‐>

Acceptable range: 2.5CH_1
L2.1 (without object)

Failure points: 1.84%

Mean: 112.78

Time‐>

Acceptable range: 2.5CH_2
L0.1 (without object)

Failure points: 0.145%

Mean: 185.36

Time‐>

Acceptable range: 2.5CH_2
L1.1 (with object)

Failure points: 0%

Mean: 112.54

Time‐>

Acceptable range: 2.5CH_2
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 81.58

Time‐>

Acceptable range: 2.5CH_3
L0.1 (without object)

Failure points: 0%

Mean: 126.23

Time‐>

Acceptable range: 2.5CH_3
L1.1 (with object)

Failure points: 0%

Mean: 81.46

Time‐>

Acceptable range: 2.5CH_3
L2.1 (without object)

Failure points: 0%

Mean: 36.26

Time‐>

Acceptable range: 2.5CH_4
L0.1 (without object)

Failure points: 0%

Mean: 59.04

Time‐>

Acceptable range: 2.5CH_4
L1.1 (with object)

Failure points: 0%

Mean: 36.17

Time‐>

Acceptable range: 2.5CH_4
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐43.14

Time‐>

Acceptable range: 2.5CH_1
L0.2 (without object)

Failure points: 2.66%

Mean: 88.4

Time‐>

Acceptable range: 2.5CH_1
L1.2 (with object)

Failure points: 3.14%

Mean: ‐43

Time‐>

Acceptable range: 2.5CH_1
L2.2 (without object)

Failure points: 3.83%

Mean: ‐10.17

Time‐>

Acceptable range: 2.5CH_2
L0.2 (without object)

Failure points: 0.0967%

Mean: 81.64

Time‐>

Acceptable range: 2.5CH_2
L1.2 (with object)

Failure points: 0%

Mean: ‐10.3

Time‐>

Acceptable range: 2.5CH_2
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐7.9

Time‐>

Acceptable range: 2.5CH_3
L0.2 (without object)

Failure points: 0%

Mean: 46.88

Time‐>

Acceptable range: 2.5CH_3
L1.2 (with object)

Failure points: 0%

Mean: ‐7.9

Time‐>

Acceptable range: 2.5CH_3
L2.2 (without object)

Failure points: 0%

Mean: ‐10.55

Time‐>

Acceptable range: 2.5CH_4
L0.2 (without object)

Failure points: 0%

Mean: 16.77

Time‐>

Acceptable range: 2.5CH_4
L1.2 (with object)

Failure points: 0%

Mean: ‐10.59

Time‐>

Acceptable range: 2.5CH_4
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐17.26

Time‐>

Acceptable range: 2.5CH_3
L4 (without object)

Failure points: 0%

Mean: 4.4

Time‐>

Acceptable range: 2.5CH_3
L5 (with object)

Failure points: 0%

Mean: ‐13.54

Time‐>

Acceptable range: 2.5CH_3
L6 (without object)

Failure points: 0%

Mean: ‐15.04

Time‐>

Acceptable range: 2.5CH_4
L4 (without object)

Failure points: 0%

Mean: ‐4.96

Time‐>

Acceptable range: 2.5CH_4
L5 (with object)

Failure points: 0%

Mean: ‐14.99

Time‐>

Acceptable range: 2.5CH_4
L6 (without object)

Failure points: 0%



Static Calibration Test

Mean: 104.99

Time‐>

Acceptable range: 2.5CH_1
L4.1 (without object)

Failure points: 67.1%

Mean: 194.02

Time‐>

Acceptable range: 2.5CH_1
L5.1 (with object)

Failure points: 70.6%

Mean: 98.71

Time‐>

Acceptable range: 2.5CH_1
L6.1 (without object)

Failure points: 5.08%

Mean: 115.43

Time‐>

Acceptable range: 2.5CH_2
L4.1 (without object)

Failure points: 32.8%

Mean: 195.3

Time‐>

Acceptable range: 2.5CH_2
L5.1 (with object)

Failure points: 78.9%

Mean: 108.57

Time‐>

Acceptable range: 2.5CH_2
L6.1 (without object)

Failure points: 3.24%



Static Calibration Test

Mean: 78.45

Time‐>

Acceptable range: 2.5CH_3
L4.1 (without object)

Failure points: 0%

Mean: 124.28

Time‐>

Acceptable range: 2.5CH_3
L5.1 (with object)

Failure points: 0%

Mean: 80.58

Time‐>

Acceptable range: 2.5CH_3
L6.1 (without object)

Failure points: 0.282%

Mean: 33.62

Time‐>

Acceptable range: 2.5CH_4
L4.1 (without object)

Failure points: 0%

Mean: 57.41

Time‐>

Acceptable range: 2.5CH_4
L5.1 (with object)

Failure points: 0%

Mean: 33.35

Time‐>

Acceptable range: 2.5CH_4
L6.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐25.31

Time‐>

Acceptable range: 2.5CH_1
L4.2 (without object)

Failure points: 19.2%

Mean: 19.43

Time‐>

Acceptable range: 2.5CH_1
L5.2 (with object)

Failure points: 31.6%

Mean: ‐17.56

Time‐>

Acceptable range: 2.5CH_1
L6.2 (without object)

Failure points: 12.3%

Mean: ‐10.09

Time‐>

Acceptable range: 2.5CH_2
L4.2 (without object)

Failure points: 0.692%

Mean: 25.51

Time‐>

Acceptable range: 2.5CH_2
L5.2 (with object)

Failure points: 13.2%

Mean: ‐9.98

Time‐>

Acceptable range: 2.5CH_2
L6.2 (without object)

Failure points: 32.7%



Static Calibration Test

Mean: ‐9.85

Time‐>

Acceptable range: 2.5CH_3
L4.2 (without object)

Failure points: 0%

Mean: 10.98

Time‐>

Acceptable range: 2.5CH_3
L5.2 (with object)

Failure points: 0.164%

Mean: ‐9.39

Time‐>

Acceptable range: 2.5CH_3
L6.2 (without object)

Failure points: 0%

Mean: ‐12.02

Time‐>

Acceptable range: 2.5CH_4
L4.2 (without object)

Failure points: 0%

Mean: ‐1.68

Time‐>

Acceptable range: 2.5CH_4
L5.2 (with object)

Failure points: 0%

Mean: ‐12.18

Time‐>

Acceptable range: 2.5CH_4
L6.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐85.56

Time‐>

Acceptable range: 2.5CH_1
L0 (without object)

Failure points: 0.774%

Mean: 146.03

Time‐>

Acceptable range: 2.5CH_1
L1 (with object)

Failure points: 0%

Mean: ‐84.19

Time‐>

Acceptable range: 2.5CH_1
L2 (without object)

Failure points: 0%

Mean: ‐33.02

Time‐>

Acceptable range: 2.5CH_2
L0 (without object)

Failure points: 0%

Mean: 131.64

Time‐>

Acceptable range: 2.5CH_2
L1 (with object)

Failure points: 0%

Mean: ‐32.97

Time‐>

Acceptable range: 2.5CH_2
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐16.82

Time‐>

Acceptable range: 2.5CH_3
L0 (without object)

Failure points: 0%

Mean: 83.48

Time‐>

Acceptable range: 2.5CH_3
L1 (with object)

Failure points: 0%

Mean: ‐16.97

Time‐>

Acceptable range: 2.5CH_3
L2 (without object)

Failure points: 0%

Mean: ‐13.24

Time‐>

Acceptable range: 2.5CH_4
L0 (without object)

Failure points: 0%

Mean: 37.67

Time‐>

Acceptable range: 2.5CH_4
L1 (with object)

Failure points: 0%

Mean: ‐13.32

Time‐>

Acceptable range: 2.5CH_4
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 60.64

Time‐>

Acceptable range: 2.5CH_1
L0.1 (without object)

Failure points: 2.38%

Mean: 203.76

Time‐>

Acceptable range: 2.5CH_1
L1.1 (with object)

Failure points: 1.12%

Mean: 62.72

Time‐>

Acceptable range: 2.5CH_1
L2.1 (without object)

Failure points: 0%

Mean: 112.13

Time‐>

Acceptable range: 2.5CH_2
L0.1 (without object)

Failure points: 0%

Mean: 214.81

Time‐>

Acceptable range: 2.5CH_2
L1.1 (with object)

Failure points: 0%

Mean: 111.76

Time‐>

Acceptable range: 2.5CH_2
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 80.77

Time‐>

Acceptable range: 2.5CH_3
L0.1 (without object)

Failure points: 0%

Mean: 143.93

Time‐>

Acceptable range: 2.5CH_3
L1.1 (with object)

Failure points: 0%

Mean: 80.22

Time‐>

Acceptable range: 2.5CH_3
L2.1 (without object)

Failure points: 0%

Mean: 36.25

Time‐>

Acceptable range: 2.5CH_4
L0.1 (without object)

Failure points: 0%

Mean: 68.72

Time‐>

Acceptable range: 2.5CH_4
L1.1 (with object)

Failure points: 0%

Mean: 35.95

Time‐>

Acceptable range: 2.5CH_4
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐42.57

Time‐>

Acceptable range: 2.5CH_1
L0.2 (without object)

Failure points: 2.93%

Mean: 114.44

Time‐>

Acceptable range: 2.5CH_1
L1.2 (with object)

Failure points: 0.997%

Mean: ‐41.38

Time‐>

Acceptable range: 2.5CH_1
L2.2 (without object)

Failure points: 0.435%

Mean: ‐5.55

Time‐>

Acceptable range: 2.5CH_2
L0.2 (without object)

Failure points: 0%

Mean: 104.05

Time‐>

Acceptable range: 2.5CH_2
L1.2 (with object)

Failure points: 0%

Mean: ‐5.72

Time‐>

Acceptable range: 2.5CH_2
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐6.75

Time‐>

Acceptable range: 2.5CH_3
L0.2 (without object)

Failure points: 0%

Mean: 59.05

Time‐>

Acceptable range: 2.5CH_3
L1.2 (with object)

Failure points: 0%

Mean: ‐6.94

Time‐>

Acceptable range: 2.5CH_3
L2.2 (without object)

Failure points: 0%

Mean: ‐9.9

Time‐>

Acceptable range: 2.5CH_4
L0.2 (without object)

Failure points: 0%

Mean: 23.17

Time‐>

Acceptable range: 2.5CH_4
L1.2 (with object)

Failure points: 0%

Mean: ‐9.92

Time‐>

Acceptable range: 2.5CH_4
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐71.79

Time‐>

Acceptable range: 2.5CH_1
L5 (without object)

Failure points: 0.268%

Mean: 215.79

Time‐>

Acceptable range: 2.5CH_1
L6 (with object)

Failure points: 0.381%

Mean: ‐71.42

Time‐>

Acceptable range: 2.5CH_1
L7 (without object)

Failure points: 0.401%

Mean: ‐31.54

Time‐>

Acceptable range: 2.5CH_2
L5 (without object)

Failure points: 0%

Mean: 174.66

Time‐>

Acceptable range: 2.5CH_2
L6 (with object)

Failure points: 0%

Mean: ‐31.42

Time‐>

Acceptable range: 2.5CH_2
L7 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐18.1

Time‐>

Acceptable range: 2.5CH_3
L5 (without object)

Failure points: 0.214%

Mean: 108.02

Time‐>

Acceptable range: 2.5CH_3
L6 (with object)

Failure points: 0%

Mean: ‐18.04

Time‐>

Acceptable range: 2.5CH_3
L7 (without object)

Failure points: 0%

Mean: ‐14.17

Time‐>

Acceptable range: 2.5CH_4
L5 (without object)

Failure points: 0.0535%

Mean: 49.86

Time‐>

Acceptable range: 2.5CH_4
L6 (with object)

Failure points: 0%

Mean: ‐14.22

Time‐>

Acceptable range: 2.5CH_4
L7 (without object)

Failure points: 0%



Static Calibration Test

Mean: 87.21

Time‐>

Acceptable range: 2.5CH_1
L5.1 (without object)

Failure points: 1.5%

Mean: 248.41

Time‐>

Acceptable range: 2.5CH_1
L6.1 (with object)

Failure points: 2.99%

Mean: 87.39

Time‐>

Acceptable range: 2.5CH_1
L7.1 (without object)

Failure points: 0.935%

Mean: 114.24

Time‐>

Acceptable range: 2.5CH_2
L5.1 (without object)

Failure points: 0%

Mean: 231.71

Time‐>

Acceptable range: 2.5CH_2
L6.1 (with object)

Failure points: 0%

Mean: 114.28

Time‐>

Acceptable range: 2.5CH_2
L7.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 78.06

Time‐>

Acceptable range: 2.5CH_3
L5.1 (without object)

Failure points: 0.107%

Mean: 150.41

Time‐>

Acceptable range: 2.5CH_3
L6.1 (with object)

Failure points: 0%

Mean: 78.14

Time‐>

Acceptable range: 2.5CH_3
L7.1 (without object)

Failure points: 0%

Mean: 34.4

Time‐>

Acceptable range: 2.5CH_4
L5.1 (without object)

Failure points: 0%

Mean: 71.38

Time‐>

Acceptable range: 2.5CH_4
L6.1 (with object)

Failure points: 0%

Mean: 34.33

Time‐>

Acceptable range: 2.5CH_4
L7.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐29.93

Time‐>

Acceptable range: 2.5CH_1
L5.2 (without object)

Failure points: 3.05%

Mean: 56.2

Time‐>

Acceptable range: 2.5CH_1
L6.2 (with object)

Failure points: 2.45%

Mean: ‐29.75

Time‐>

Acceptable range: 2.5CH_1
L7.2 (without object)

Failure points: 1.07%

Mean: ‐5.65

Time‐>

Acceptable range: 2.5CH_2
L5.2 (without object)

Failure points: 0%

Mean: 56.25

Time‐>

Acceptable range: 2.5CH_2
L6.2 (with object)

Failure points: 0%

Mean: ‐5.58

Time‐>

Acceptable range: 2.5CH_2
L7.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐8.43

Time‐>

Acceptable range: 2.5CH_3
L5.2 (without object)

Failure points: 0.161%

Mean: 29.25

Time‐>

Acceptable range: 2.5CH_3
L6.2 (with object)

Failure points: 0%

Mean: ‐8.28

Time‐>

Acceptable range: 2.5CH_3
L7.2 (without object)

Failure points: 0%

Mean: ‐10.59

Time‐>

Acceptable range: 2.5CH_4
L5.2 (without object)

Failure points: 0%

Mean: 8.31

Time‐>

Acceptable range: 2.5CH_4
L6.2 (with object)

Failure points: 0%

Mean: ‐10.65

Time‐>

Acceptable range: 2.5CH_4
L7.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐80.44

Time‐>

Acceptable range: 2.5CH_1
L0 (without object)

Failure points: 0%

Mean: 204.64

Time‐>

Acceptable range: 2.5CH_1
L2 (with object)

Failure points: 0.169%

Mean: ‐79.77

Time‐>

Acceptable range: 2.5CH_1
L3 (without object)

Failure points: 0%

Mean: ‐32.15

Time‐>

Acceptable range: 2.5CH_2
L0 (without object)

Failure points: 0%

Mean: 168.91

Time‐>

Acceptable range: 2.5CH_2
L2 (with object)

Failure points: 0%

Mean: ‐32.07

Time‐>

Acceptable range: 2.5CH_2
L3 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐16.08

Time‐>

Acceptable range: 2.5CH_3
L0 (without object)

Failure points: 0%

Mean: 105.28

Time‐>

Acceptable range: 2.5CH_3
L2 (with object)

Failure points: 0%

Mean: ‐16.04

Time‐>

Acceptable range: 2.5CH_3
L3 (without object)

Failure points: 0%

Mean: ‐12.97

Time‐>

Acceptable range: 2.5CH_4
L0 (without object)

Failure points: 0%

Mean: 48.21

Time‐>

Acceptable range: 2.5CH_4
L2 (with object)

Failure points: 0%

Mean: ‐12.98

Time‐>

Acceptable range: 2.5CH_4
L3 (without object)

Failure points: 0%



Static Calibration Test

Mean: 64.56

Time‐>

Acceptable range: 2.5CH_1
L0.1 (without object)

Failure points: 0.391%

Mean: 308.48

Time‐>

Acceptable range: 2.5CH_1
L2.1 (with object)

Failure points: 0.394%

Mean: 66.12

Time‐>

Acceptable range: 2.5CH_1
L3.1 (without object)

Failure points: 0%

Mean: 110.12

Time‐>

Acceptable range: 2.5CH_2
L0.1 (without object)

Failure points: 0%

Mean: 285.1

Time‐>

Acceptable range: 2.5CH_2
L2.1 (with object)

Failure points: 0%

Mean: 110.23

Time‐>

Acceptable range: 2.5CH_2
L3.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 79.13

Time‐>

Acceptable range: 2.5CH_3
L0.1 (without object)

Failure points: 0%

Mean: 185.56

Time‐>

Acceptable range: 2.5CH_3
L2.1 (with object)

Failure points: 0%

Mean: 78.96

Time‐>

Acceptable range: 2.5CH_3
L3.1 (without object)

Failure points: 0%

Mean: 35.3

Time‐>

Acceptable range: 2.5CH_4
L0.1 (without object)

Failure points: 0%

Mean: 89.01

Time‐>

Acceptable range: 2.5CH_4
L2.1 (with object)

Failure points: 0%

Mean: 35.09

Time‐>

Acceptable range: 2.5CH_4
L3.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐44.04

Time‐>

Acceptable range: 2.5CH_1
L0.2 (without object)

Failure points: 1.51%

Mean: 447.57

Time‐>

Acceptable range: 2.5CH_1
L2.2 (with object)

Failure points: 0.619%

Mean: ‐43.02

Time‐>

Acceptable range: 2.5CH_1
L3.2 (without object)

Failure points: 2%

Mean: ‐9.08

Time‐>

Acceptable range: 2.5CH_2
L0.2 (without object)

Failure points: 0%

Mean: 347.1

Time‐>

Acceptable range: 2.5CH_2
L2.2 (with object)

Failure points: 0%

Mean: ‐9.07

Time‐>

Acceptable range: 2.5CH_2
L3.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐8.48

Time‐>

Acceptable range: 2.5CH_3
L0.2 (without object)

Failure points: 0%

Mean: 210.66

Time‐>

Acceptable range: 2.5CH_3
L2.2 (with object)

Failure points: 0%

Mean: ‐8.53

Time‐>

Acceptable range: 2.5CH_3
L3.2 (without object)

Failure points: 0%

Mean: ‐10.42

Time‐>

Acceptable range: 2.5CH_4
L0.2 (without object)

Failure points: 0%

Mean: 100.83

Time‐>

Acceptable range: 2.5CH_4
L2.2 (with object)

Failure points: 0%

Mean: ‐10.42

Time‐>

Acceptable range: 2.5CH_4
L3.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐66.89

Time‐>

Acceptable range: 2.5CH_1
L4 (without object)

Failure points: 1.58%

Mean: 352.89

Time‐>

Acceptable range: 2.5CH_1
L5 (with object)

Failure points: 8.25%

Mean: ‐66.57

Time‐>

Acceptable range: 2.5CH_1
L6 (without object)

Failure points: 5.93%

Mean: ‐31.4

Time‐>

Acceptable range: 2.5CH_2
L4 (without object)

Failure points: 0.109%

Mean: 271.86

Time‐>

Acceptable range: 2.5CH_2
L5 (with object)

Failure points: 0.843%

Mean: ‐31.22

Time‐>

Acceptable range: 2.5CH_2
L6 (without object)

Failure points: 1.11%



Static Calibration Test

Mean: ‐16.18

Time‐>

Acceptable range: 2.5CH_3
L4 (without object)

Failure points: 0%

Mean: 169.82

Time‐>

Acceptable range: 2.5CH_3
L5 (with object)

Failure points: 0%

Mean: ‐15.61

Time‐>

Acceptable range: 2.5CH_3
L6 (without object)

Failure points: 0%

Mean: ‐13.79

Time‐>

Acceptable range: 2.5CH_4
L4 (without object)

Failure points: 0%

Mean: 80.55

Time‐>

Acceptable range: 2.5CH_4
L5 (with object)

Failure points: 0%

Mean: ‐13.27

Time‐>

Acceptable range: 2.5CH_4
L6 (without object)

Failure points: 0%



Static Calibration Test

Mean: 87.29

Time‐>

Acceptable range: 2.5CH_1
L4.1 (without object)

Failure points: 4.21%

Mean: 315.76

Time‐>

Acceptable range: 2.5CH_1
L5.1 (with object)

Failure points: 9.88%

Mean: 86.85

Time‐>

Acceptable range: 2.5CH_1
L6.1 (without object)

Failure points: 8.52%

Mean: 111.58

Time‐>

Acceptable range: 2.5CH_2
L4.1 (without object)

Failure points: 0.164%

Mean: 276.87

Time‐>

Acceptable range: 2.5CH_2
L5.1 (with object)

Failure points: 0.361%

Mean: 111.01

Time‐>

Acceptable range: 2.5CH_2
L6.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 77.52

Time‐>

Acceptable range: 2.5CH_3
L4.1 (without object)

Failure points: 0%

Mean: 178.35

Time‐>

Acceptable range: 2.5CH_3
L5.1 (with object)

Failure points: 0%

Mean: 77.46

Time‐>

Acceptable range: 2.5CH_3
L6.1 (without object)

Failure points: 0%

Mean: 33.8

Time‐>

Acceptable range: 2.5CH_4
L4.1 (without object)

Failure points: 0%

Mean: 84.97

Time‐>

Acceptable range: 2.5CH_4
L5.1 (with object)

Failure points: 0%

Mean: 33.74

Time‐>

Acceptable range: 2.5CH_4
L6.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐34.01

Time‐>

Acceptable range: 2.5CH_1
L4.2 (without object)

Failure points: 2.9%

Mean: 129.56

Time‐>

Acceptable range: 2.5CH_1
L5.2 (with object)

Failure points: 4.46%

Mean: ‐33.9

Time‐>

Acceptable range: 2.5CH_1
L6.2 (without object)

Failure points: 6.3%

Mean: ‐9.53

Time‐>

Acceptable range: 2.5CH_2
L4.2 (without object)

Failure points: 0%

Mean: 108.07

Time‐>

Acceptable range: 2.5CH_2
L5.2 (with object)

Failure points: 0.12%

Mean: ‐9.84

Time‐>

Acceptable range: 2.5CH_2
L6.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐9.64

Time‐>

Acceptable range: 2.5CH_3
L4.2 (without object)

Failure points: 0%

Mean: 62.06

Time‐>

Acceptable range: 2.5CH_3
L5.2 (with object)

Failure points: 0%

Mean: ‐9.64

Time‐>

Acceptable range: 2.5CH_3
L6.2 (without object)

Failure points: 0%

Mean: ‐11.27

Time‐>

Acceptable range: 2.5CH_4
L4.2 (without object)

Failure points: 0%

Mean: 25.21

Time‐>

Acceptable range: 2.5CH_4
L5.2 (with object)

Failure points: 0%

Mean: ‐11.32

Time‐>

Acceptable range: 2.5CH_4
L6.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐81.47

Time‐>

Acceptable range: 2.5CH_1
L0 (without object)

Failure points: 0.634%

Mean: 191.53

Time‐>

Acceptable range: 2.5CH_1
L1 (with object)

Failure points: 0.789%

Mean: ‐80.65

Time‐>

Acceptable range: 2.5CH_1
L2 (without object)

Failure points: 0%

Mean: ‐34.64

Time‐>

Acceptable range: 2.5CH_2
L0 (without object)

Failure points: 0%

Mean: 161.2

Time‐>

Acceptable range: 2.5CH_2
L1 (with object)

Failure points: 0%

Mean: ‐34.48

Time‐>

Acceptable range: 2.5CH_2
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐16.63

Time‐>

Acceptable range: 2.5CH_3
L0 (without object)

Failure points: 0%

Mean: 103.44

Time‐>

Acceptable range: 2.5CH_3
L1 (with object)

Failure points: 0%

Mean: ‐16.58

Time‐>

Acceptable range: 2.5CH_3
L2 (without object)

Failure points: 0%

Mean: ‐13.49

Time‐>

Acceptable range: 2.5CH_4
L0 (without object)

Failure points: 0%

Mean: 47.74

Time‐>

Acceptable range: 2.5CH_4
L1 (with object)

Failure points: 0%

Mean: ‐13.54

Time‐>

Acceptable range: 2.5CH_4
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 64.14

Time‐>

Acceptable range: 2.5CH_1
L0.1 (without object)

Failure points: 2.26%

Mean: 238.04

Time‐>

Acceptable range: 2.5CH_1
L1.1 (with object)

Failure points: 3.75%

Mean: 65.22

Time‐>

Acceptable range: 2.5CH_1
L2.1 (without object)

Failure points: 0%

Mean: 108.97

Time‐>

Acceptable range: 2.5CH_2
L0.1 (without object)

Failure points: 0%

Mean: 234.4

Time‐>

Acceptable range: 2.5CH_2
L1.1 (with object)

Failure points: 0%

Mean: 108.82

Time‐>

Acceptable range: 2.5CH_2
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 79.4

Time‐>

Acceptable range: 2.5CH_3
L0.1 (without object)

Failure points: 0%

Mean: 156.08

Time‐>

Acceptable range: 2.5CH_3
L1.1 (with object)

Failure points: 0%

Mean: 79.17

Time‐>

Acceptable range: 2.5CH_3
L2.1 (without object)

Failure points: 0%

Mean: 35.27

Time‐>

Acceptable range: 2.5CH_4
L0.1 (without object)

Failure points: 0%

Mean: 74.09

Time‐>

Acceptable range: 2.5CH_4
L1.1 (with object)

Failure points: 0%

Mean: 35.13

Time‐>

Acceptable range: 2.5CH_4
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐44.96

Time‐>

Acceptable range: 2.5CH_1
L0.2 (without object)

Failure points: 5.25%

Mean: 390.93

Time‐>

Acceptable range: 2.5CH_1
L1.2 (with object)

Failure points: 5.91%

Mean: ‐44.74

Time‐>

Acceptable range: 2.5CH_1
L2.2 (without object)

Failure points: 0%

Mean: ‐9.57

Time‐>

Acceptable range: 2.5CH_2
L0.2 (without object)

Failure points: 1.81%

Mean: 308.59

Time‐>

Acceptable range: 2.5CH_2
L1.2 (with object)

Failure points: 0%

Mean: ‐9.9

Time‐>

Acceptable range: 2.5CH_2
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐7.73

Time‐>

Acceptable range: 2.5CH_3
L0.2 (without object)

Failure points: 1.27%

Mean: 189.79

Time‐>

Acceptable range: 2.5CH_3
L1.2 (with object)

Failure points: 0%

Mean: ‐7.86

Time‐>

Acceptable range: 2.5CH_3
L2.2 (without object)

Failure points: 0%

Mean: ‐10.45

Time‐>

Acceptable range: 2.5CH_4
L0.2 (without object)

Failure points: 0.136%

Mean: 90.94

Time‐>

Acceptable range: 2.5CH_4
L1.2 (with object)

Failure points: 0%

Mean: ‐10.48

Time‐>

Acceptable range: 2.5CH_4
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐69.86

Time‐>

Acceptable range: 2.5CH_1
L3 (without object)

Failure points: 0.0705%

Mean: 116.62

Time‐>

Acceptable range: 2.5CH_1
L4 (with object)

Failure points: 0.817%

Mean: ‐68.25

Time‐>

Acceptable range: 2.5CH_1
L5 (without object)

Failure points: 0%

Mean: ‐32.47

Time‐>

Acceptable range: 2.5CH_2
L3 (without object)

Failure points: 0%

Mean: 98.75

Time‐>

Acceptable range: 2.5CH_2
L4 (with object)

Failure points: 0.136%

Mean: ‐32.47

Time‐>

Acceptable range: 2.5CH_2
L5 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐17.94

Time‐>

Acceptable range: 2.5CH_3
L3 (without object)

Failure points: 0%

Mean: 60.95

Time‐>

Acceptable range: 2.5CH_3
L4 (with object)

Failure points: 0%

Mean: ‐18.01

Time‐>

Acceptable range: 2.5CH_3
L5 (without object)

Failure points: 0%

Mean: ‐13.94

Time‐>

Acceptable range: 2.5CH_4
L3 (without object)

Failure points: 0%

Mean: 25.45

Time‐>

Acceptable range: 2.5CH_4
L4 (with object)

Failure points: 0%

Mean: ‐13.92

Time‐>

Acceptable range: 2.5CH_4
L5 (without object)

Failure points: 0%



Static Calibration Test

Mean: 91.86

Time‐>

Acceptable range: 2.5CH_1
L3.1 (without object)

Failure points: 1.27%

Mean: 352.89

Time‐>

Acceptable range: 2.5CH_1
L4.1 (with object)

Failure points: 4.7%

Mean: 94.26

Time‐>

Acceptable range: 2.5CH_1
L5.1 (without object)

Failure points: 0%

Mean: 111.91

Time‐>

Acceptable range: 2.5CH_2
L3.1 (without object)

Failure points: 0%

Mean: 297.51

Time‐>

Acceptable range: 2.5CH_2
L4.1 (with object)

Failure points: 0.204%

Mean: 112.08

Time‐>

Acceptable range: 2.5CH_2
L5.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 76.22

Time‐>

Acceptable range: 2.5CH_3
L3.1 (without object)

Failure points: 0%

Mean: 187.42

Time‐>

Acceptable range: 2.5CH_3
L4.1 (with object)

Failure points: 0%

Mean: 76.26

Time‐>

Acceptable range: 2.5CH_3
L5.1 (without object)

Failure points: 0%

Mean: 33.27

Time‐>

Acceptable range: 2.5CH_4
L3.1 (without object)

Failure points: 0%

Mean: 88.17

Time‐>

Acceptable range: 2.5CH_4
L4.1 (with object)

Failure points: 0%

Mean: 33.32

Time‐>

Acceptable range: 2.5CH_4
L5.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐26.44

Time‐>

Acceptable range: 2.5CH_1
L3.2 (without object)

Failure points: 1.27%

Mean: 111.51

Time‐>

Acceptable range: 2.5CH_1
L4.2 (with object)

Failure points: 3.07%

Mean: ‐25.49

Time‐>

Acceptable range: 2.5CH_1
L5.2 (without object)

Failure points: 1%

Mean: ‐6.43

Time‐>

Acceptable range: 2.5CH_2
L3.2 (without object)

Failure points: 0%

Mean: 86.62

Time‐>

Acceptable range: 2.5CH_2
L4.2 (with object)

Failure points: 0.204%

Mean: ‐6.53

Time‐>

Acceptable range: 2.5CH_2
L5.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐8.42

Time‐>

Acceptable range: 2.5CH_3
L3.2 (without object)

Failure points: 0%

Mean: 44.82

Time‐>

Acceptable range: 2.5CH_3
L4.2 (with object)

Failure points: 0%

Mean: ‐8.42

Time‐>

Acceptable range: 2.5CH_3
L5.2 (without object)

Failure points: 0%

Mean: ‐10.38

Time‐>

Acceptable range: 2.5CH_4
L3.2 (without object)

Failure points: 0%

Mean: 14.93

Time‐>

Acceptable range: 2.5CH_4
L4.2 (with object)

Failure points: 0%

Mean: ‐10.35

Time‐>

Acceptable range: 2.5CH_4
L5.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐85.4

Time‐>

Acceptable range: 2.5CH_1
L0 (without object)

Failure points: 0%

Mean: 151.39

Time‐>

Acceptable range: 2.5CH_1
L1 (with object)

Failure points: 0%

Mean: ‐84.54

Time‐>

Acceptable range: 2.5CH_1
L2 (without object)

Failure points: 0%

Mean: ‐31.68

Time‐>

Acceptable range: 2.5CH_2
L0 (without object)

Failure points: 0%

Mean: 134.08

Time‐>

Acceptable range: 2.5CH_2
L1 (with object)

Failure points: 0%

Mean: ‐31.38

Time‐>

Acceptable range: 2.5CH_2
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐18.7

Time‐>

Acceptable range: 2.5CH_3
L0 (without object)

Failure points: 0%

Mean: 80.55

Time‐>

Acceptable range: 2.5CH_3
L1 (with object)

Failure points: 0%

Mean: ‐18.48

Time‐>

Acceptable range: 2.5CH_3
L2 (without object)

Failure points: 0%

Mean: ‐13.78

Time‐>

Acceptable range: 2.5CH_4
L0 (without object)

Failure points: 0%

Mean: 35.82

Time‐>

Acceptable range: 2.5CH_4
L1 (with object)

Failure points: 0%

Mean: ‐13.72

Time‐>

Acceptable range: 2.5CH_4
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 57.67

Time‐>

Acceptable range: 2.5CH_1
L0.1 (without object)

Failure points: 0%

Mean: 224.83

Time‐>

Acceptable range: 2.5CH_1
L1.1 (with object)

Failure points: 0%

Mean: 61.29

Time‐>

Acceptable range: 2.5CH_1
L2.1 (without object)

Failure points: 0%

Mean: 108.64

Time‐>

Acceptable range: 2.5CH_2
L0.1 (without object)

Failure points: 0%

Mean: 229.24

Time‐>

Acceptable range: 2.5CH_2
L1.1 (with object)

Failure points: 0%

Mean: 109.51

Time‐>

Acceptable range: 2.5CH_2
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 76.11

Time‐>

Acceptable range: 2.5CH_3
L0.1 (without object)

Failure points: 0%

Mean: 150.15

Time‐>

Acceptable range: 2.5CH_3
L1.1 (with object)

Failure points: 0%

Mean: 76.28

Time‐>

Acceptable range: 2.5CH_3
L2.1 (without object)

Failure points: 0%

Mean: 34.45

Time‐>

Acceptable range: 2.5CH_4
L0.1 (without object)

Failure points: 0%

Mean: 72.27

Time‐>

Acceptable range: 2.5CH_4
L1.1 (with object)

Failure points: 0%

Mean: 34.44

Time‐>

Acceptable range: 2.5CH_4
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐45.57

Time‐>

Acceptable range: 2.5CH_1
L0.2 (without object)

Failure points: 0%

Mean: 212.56

Time‐>

Acceptable range: 2.5CH_1
L1.2 (with object)

Failure points: 0%

Mean: ‐45.9

Time‐>

Acceptable range: 2.5CH_1
L2.2 (without object)

Failure points: 0%

Mean: ‐7.15

Time‐>

Acceptable range: 2.5CH_2
L0.2 (without object)

Failure points: 0%

Mean: 175.41

Time‐>

Acceptable range: 2.5CH_2
L1.2 (with object)

Failure points: 0%

Mean: ‐7.57

Time‐>

Acceptable range: 2.5CH_2
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐10.16

Time‐>

Acceptable range: 2.5CH_3
L0.2 (without object)

Failure points: 0%

Mean: 100.11

Time‐>

Acceptable range: 2.5CH_3
L1.2 (with object)

Failure points: 0%

Mean: ‐10.25

Time‐>

Acceptable range: 2.5CH_3
L2.2 (without object)

Failure points: 0%

Mean: ‐10.75

Time‐>

Acceptable range: 2.5CH_4
L0.2 (without object)

Failure points: 0%

Mean: 44.8

Time‐>

Acceptable range: 2.5CH_4
L1.2 (with object)

Failure points: 0%

Mean: ‐10.78

Time‐>

Acceptable range: 2.5CH_4
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐62.21

Time‐>

Acceptable range: 2.5CH_1
L3 (without object)

Failure points: 0%

Mean: 220.72

Time‐>

Acceptable range: 2.5CH_1
L4 (without object)

Failure points: 1.23%

Mean: ‐25.41

Time‐>

Acceptable range: 2.5CH_2
L3 (without object)

Failure points: 0%

Mean: 175.65

Time‐>

Acceptable range: 2.5CH_2
L4 (without object)

Failure points: 0.87%



Static Calibration Test

Mean: ‐16.96

Time‐>

Acceptable range: 2.5CH_3
L3 (without object)

Failure points: 0%

Mean: 104.77

Time‐>

Acceptable range: 2.5CH_3
L4 (without object)

Failure points: 0%

Mean: ‐13.54

Time‐>

Acceptable range: 2.5CH_4
L3 (without object)

Failure points: 0%

Mean: 47.69

Time‐>

Acceptable range: 2.5CH_4
L4 (without object)

Failure points: 0%



Static Calibration Test

Mean: 92.4

Time‐>

Acceptable range: 2.5CH_1
L3.1 (without object)

Failure points: 0%

Mean: 387.34

Time‐>

Acceptable range: 2.5CH_1
L4.1 (without object)

Failure points: 2.34%

Mean: 114.84

Time‐>

Acceptable range: 2.5CH_2
L3.1 (without object)

Failure points: 0%

Mean: 327.77

Time‐>

Acceptable range: 2.5CH_2
L4.1 (without object)

Failure points: 1.97%



Static Calibration Test

Mean: 75.99

Time‐>

Acceptable range: 2.5CH_3
L3.1 (without object)

Failure points: 0%

Mean: 205.79

Time‐>

Acceptable range: 2.5CH_3
L4.1 (without object)

Failure points: 0.584%

Mean: 33.47

Time‐>

Acceptable range: 2.5CH_4
L3.1 (without object)

Failure points: 0%

Mean: 99.08

Time‐>

Acceptable range: 2.5CH_4
L4.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐32.21

Time‐>

Acceptable range: 2.5CH_1
L3.2 (without object)

Failure points: 0%

Mean: 130.19

Time‐>

Acceptable range: 2.5CH_1
L4.2 (without object)

Failure points: 0.0734%

Mean: ‐7.45

Time‐>

Acceptable range: 2.5CH_2
L3.2 (without object)

Failure points: 0%

Mean: 104.31

Time‐>

Acceptable range: 2.5CH_2
L4.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐10.93

Time‐>

Acceptable range: 2.5CH_3
L3.2 (without object)

Failure points: 0%

Mean: 54.45

Time‐>

Acceptable range: 2.5CH_3
L4.2 (without object)

Failure points: 0%

Mean: ‐10.9

Time‐>

Acceptable range: 2.5CH_4
L3.2 (without object)

Failure points: 0%

Mean: 21.02

Time‐>

Acceptable range: 2.5CH_4
L4.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐53.9

Time‐>

Acceptable range: 2.5CH_1
L0 (without object)

Failure points: 0.527%

Mean: 94.63

Time‐>

Acceptable range: 2.5CH_1
L1 (with object)

Failure points: 0%

Mean: ‐51.67

Time‐>

Acceptable range: 2.5CH_1
L2 (without object)

Failure points: 0%

Mean: ‐8.96

Time‐>

Acceptable range: 2.5CH_2
L0 (without object)

Failure points: 0%

Mean: 91.26

Time‐>

Acceptable range: 2.5CH_2
L1 (with object)

Failure points: 0%

Mean: ‐8.42

Time‐>

Acceptable range: 2.5CH_2
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐4.79

Time‐>

Acceptable range: 2.5CH_3
L0 (without object)

Failure points: 0%

Mean: 53.2

Time‐>

Acceptable range: 2.5CH_3
L1 (with object)

Failure points: 0%

Mean: ‐4.71

Time‐>

Acceptable range: 2.5CH_3
L2 (without object)

Failure points: 0%

Mean: ‐6.98

Time‐>

Acceptable range: 2.5CH_4
L0 (without object)

Failure points: 0%

Mean: 21.26

Time‐>

Acceptable range: 2.5CH_4
L1 (with object)

Failure points: 0%

Mean: ‐7.06

Time‐>

Acceptable range: 2.5CH_4
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐110.78

Time‐>

Acceptable range: 2.5CH_1
L0.1 (without object)

Failure points: 0.0585%

Mean: 53.87

Time‐>

Acceptable range: 2.5CH_1
L1.1 (with object)

Failure points: 0%

Mean: ‐108.84

Time‐>

Acceptable range: 2.5CH_1
L2.1 (without object)

Failure points: 0%

Mean: ‐15.03

Time‐>

Acceptable range: 2.5CH_2
L0.1 (without object)

Failure points: 0%

Mean: 103.94

Time‐>

Acceptable range: 2.5CH_2
L1.1 (with object)

Failure points: 0%

Mean: ‐14.88

Time‐>

Acceptable range: 2.5CH_2
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐1.53

Time‐>

Acceptable range: 2.5CH_3
L0.1 (without object)

Failure points: 0%

Mean: 71.75

Time‐>

Acceptable range: 2.5CH_3
L1.1 (with object)

Failure points: 0%

Mean: ‐1.67

Time‐>

Acceptable range: 2.5CH_3
L2.1 (without object)

Failure points: 0%

Mean: ‐4.31

Time‐>

Acceptable range: 2.5CH_4
L0.1 (without object)

Failure points: 0%

Mean: 33.39

Time‐>

Acceptable range: 2.5CH_4
L1.1 (with object)

Failure points: 0%

Mean: ‐4.45

Time‐>

Acceptable range: 2.5CH_4
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐18.55

Time‐>

Acceptable range: 2.5CH_1
L0.2 (without object)

Failure points: 0%

Mean: 123.12

Time‐>

Acceptable range: 2.5CH_1
L1.2 (with object)

Failure points: 0%

Mean: ‐18.69

Time‐>

Acceptable range: 2.5CH_1
L2.2 (without object)

Failure points: 0%

Mean: 12.42

Time‐>

Acceptable range: 2.5CH_2
L0.2 (without object)

Failure points: 0%

Mean: 108.52

Time‐>

Acceptable range: 2.5CH_2
L1.2 (with object)

Failure points: 0%

Mean: 11.85

Time‐>

Acceptable range: 2.5CH_2
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 1.98

Time‐>

Acceptable range: 2.5CH_3
L0.2 (without object)

Failure points: 0%

Mean: 57.86

Time‐>

Acceptable range: 2.5CH_3
L1.2 (with object)

Failure points: 0%

Mean: 1.81

Time‐>

Acceptable range: 2.5CH_3
L2.2 (without object)

Failure points: 0%

Mean: ‐4.62

Time‐>

Acceptable range: 2.5CH_4
L0.2 (without object)

Failure points: 0%

Mean: 22.69

Time‐>

Acceptable range: 2.5CH_4
L1.2 (with object)

Failure points: 0%

Mean: ‐4.67

Time‐>

Acceptable range: 2.5CH_4
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐37.8

Time‐>

Acceptable range: 2.5CH_1
L3 (without object)

Failure points: 0%

Mean: 84.24

Time‐>

Acceptable range: 2.5CH_1
L4 (with object)

Failure points: 0%

Mean: ‐37.84

Time‐>

Acceptable range: 2.5CH_1
L5 (without object)

Failure points: 0%

Mean: ‐5.83

Time‐>

Acceptable range: 2.5CH_2
L3 (without object)

Failure points: 0%

Mean: 75.92

Time‐>

Acceptable range: 2.5CH_2
L4 (with object)

Failure points: 0%

Mean: ‐5.82

Time‐>

Acceptable range: 2.5CH_2
L5 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐4.24

Time‐>

Acceptable range: 2.5CH_3
L3 (without object)

Failure points: 0%

Mean: 42.23

Time‐>

Acceptable range: 2.5CH_3
L4 (with object)

Failure points: 0%

Mean: ‐4.27

Time‐>

Acceptable range: 2.5CH_3
L5 (without object)

Failure points: 0%

Mean: ‐7.11

Time‐>

Acceptable range: 2.5CH_4
L3 (without object)

Failure points: 0%

Mean: 15.03

Time‐>

Acceptable range: 2.5CH_4
L4 (with object)

Failure points: 0%

Mean: ‐7.08

Time‐>

Acceptable range: 2.5CH_4
L5 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐80.23

Time‐>

Acceptable range: 2.5CH_1
L3.1 (without object)

Failure points: 0%

Mean: 114.18

Time‐>

Acceptable range: 2.5CH_1
L4.1 (with object)

Failure points: 0%

Mean: ‐79.98

Time‐>

Acceptable range: 2.5CH_1
L5.1 (without object)

Failure points: 0%

Mean: ‐10.31

Time‐>

Acceptable range: 2.5CH_2
L3.1 (without object)

Failure points: 0%

Mean: 130.29

Time‐>

Acceptable range: 2.5CH_2
L4.1 (with object)

Failure points: 0%

Mean: ‐10.29

Time‐>

Acceptable range: 2.5CH_2
L5.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐1.74

Time‐>

Acceptable range: 2.5CH_3
L3.1 (without object)

Failure points: 0%

Mean: 83.99

Time‐>

Acceptable range: 2.5CH_3
L4.1 (with object)

Failure points: 0%

Mean: ‐1.82

Time‐>

Acceptable range: 2.5CH_3
L5.1 (without object)

Failure points: 0%

Mean: ‐4.77

Time‐>

Acceptable range: 2.5CH_4
L3.1 (without object)

Failure points: 0%

Mean: 38.64

Time‐>

Acceptable range: 2.5CH_4
L4.1 (with object)

Failure points: 0%

Mean: ‐4.82

Time‐>

Acceptable range: 2.5CH_4
L5.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐5.92

Time‐>

Acceptable range: 2.5CH_1
L3.2 (without object)

Failure points: 0%

Mean: 218.77

Time‐>

Acceptable range: 2.5CH_1
L4.2 (with object)

Failure points: 0%

Mean: ‐5.75

Time‐>

Acceptable range: 2.5CH_1
L5.2 (without object)

Failure points: 0%

Mean: 11.78

Time‐>

Acceptable range: 2.5CH_2
L3.2 (without object)

Failure points: 0%

Mean: 168.38

Time‐>

Acceptable range: 2.5CH_2
L4.2 (with object)

Failure points: 0%

Mean: 11.8

Time‐>

Acceptable range: 2.5CH_2
L5.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 0.86

Time‐>

Acceptable range: 2.5CH_3
L3.2 (without object)

Failure points: 0%

Mean: 93.58

Time‐>

Acceptable range: 2.5CH_3
L4.2 (with object)

Failure points: 0%

Mean: 0.85

Time‐>

Acceptable range: 2.5CH_3
L5.2 (without object)

Failure points: 0%

Mean: ‐5.21

Time‐>

Acceptable range: 2.5CH_4
L3.2 (without object)

Failure points: 0%

Mean: 40.77

Time‐>

Acceptable range: 2.5CH_4
L4.2 (with object)

Failure points: 0%

Mean: ‐5.22

Time‐>

Acceptable range: 2.5CH_4
L5.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐65.19

Time‐>

Acceptable range: 2.5CH_1
L0 (without object)

Failure points: 0%

Mean: 151.53

Time‐>

Acceptable range: 2.5CH_1
L1 (with object)

Failure points: 0%

Mean: ‐62.07

Time‐>

Acceptable range: 2.5CH_1
L2 (without object)

Failure points: 0%

Mean: ‐12.48

Time‐>

Acceptable range: 2.5CH_2
L0 (without object)

Failure points: 0%

Mean: 138.64

Time‐>

Acceptable range: 2.5CH_2
L1 (with object)

Failure points: 0%

Mean: ‐11.5

Time‐>

Acceptable range: 2.5CH_2
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐5.52

Time‐>

Acceptable range: 2.5CH_3
L0 (without object)

Failure points: 0%

Mean: 84.9

Time‐>

Acceptable range: 2.5CH_3
L1 (with object)

Failure points: 0%

Mean: ‐5.15

Time‐>

Acceptable range: 2.5CH_3
L2 (without object)

Failure points: 0%

Mean: ‐7.05

Time‐>

Acceptable range: 2.5CH_4
L0 (without object)

Failure points: 0%

Mean: 38.36

Time‐>

Acceptable range: 2.5CH_4
L1 (with object)

Failure points: 0%

Mean: ‐6.92

Time‐>

Acceptable range: 2.5CH_4
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐118.7

Time‐>

Acceptable range: 2.5CH_1
L0.1 (without object)

Failure points: 0.214%

Mean: 67.53

Time‐>

Acceptable range: 2.5CH_1
L1.1 (with object)

Failure points: 0%

Mean: ‐114.59

Time‐>

Acceptable range: 2.5CH_1
L2.1 (without object)

Failure points: 0%

Mean: ‐17.07

Time‐>

Acceptable range: 2.5CH_2
L0.1 (without object)

Failure points: 0%

Mean: 117.19

Time‐>

Acceptable range: 2.5CH_2
L1.1 (with object)

Failure points: 0%

Mean: ‐16.34

Time‐>

Acceptable range: 2.5CH_2
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐1.87

Time‐>

Acceptable range: 2.5CH_3
L0.1 (without object)

Failure points: 0%

Mean: 80.47

Time‐>

Acceptable range: 2.5CH_3
L1.1 (with object)

Failure points: 0%

Mean: ‐1.82

Time‐>

Acceptable range: 2.5CH_3
L2.1 (without object)

Failure points: 0%

Mean: ‐4.3

Time‐>

Acceptable range: 2.5CH_4
L0.1 (without object)

Failure points: 0%

Mean: 37.62

Time‐>

Acceptable range: 2.5CH_4
L1.1 (with object)

Failure points: 0%

Mean: ‐4.35

Time‐>

Acceptable range: 2.5CH_4
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐24.29

Time‐>

Acceptable range: 2.5CH_1
L0.2 (without object)

Failure points: 0%

Mean: 114.53

Time‐>

Acceptable range: 2.5CH_1
L1.2 (with object)

Failure points: 0%

Mean: ‐22.75

Time‐>

Acceptable range: 2.5CH_1
L2.2 (without object)

Failure points: 0%

Mean: 10.58

Time‐>

Acceptable range: 2.5CH_2
L0.2 (without object)

Failure points: 0%

Mean: 103.71

Time‐>

Acceptable range: 2.5CH_2
L1.2 (with object)

Failure points: 0%

Mean: 10.49

Time‐>

Acceptable range: 2.5CH_2
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 1.4

Time‐>

Acceptable range: 2.5CH_3
L0.2 (without object)

Failure points: 0%

Mean: 54.88

Time‐>

Acceptable range: 2.5CH_3
L1.2 (with object)

Failure points: 0%

Mean: 1.28

Time‐>

Acceptable range: 2.5CH_3
L2.2 (without object)

Failure points: 0%

Mean: ‐4.76

Time‐>

Acceptable range: 2.5CH_4
L0.2 (without object)

Failure points: 0%

Mean: 21.02

Time‐>

Acceptable range: 2.5CH_4
L1.2 (with object)

Failure points: 0%

Mean: ‐4.83

Time‐>

Acceptable range: 2.5CH_4
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐33.91

Time‐>

Acceptable range: 2.5CH_1
L3 (without object)

Failure points: 0%

Mean: 352.6

Time‐>

Acceptable range: 2.5CH_1
L4 (with object)

Failure points: 6%

Mean: ‐34.13

Time‐>

Acceptable range: 2.5CH_1
L5 (without object)

Failure points: 0%

Mean: ‐4.89

Time‐>

Acceptable range: 2.5CH_2
L3 (without object)

Failure points: 0%

Mean: 270.97

Time‐>

Acceptable range: 2.5CH_2
L4 (with object)

Failure points: 0.129%

Mean: ‐4.97

Time‐>

Acceptable range: 2.5CH_2
L5 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐3.91

Time‐>

Acceptable range: 2.5CH_3
L3 (without object)

Failure points: 0%

Mean: 163.53

Time‐>

Acceptable range: 2.5CH_3
L4 (with object)

Failure points: 0%

Mean: ‐3.86

Time‐>

Acceptable range: 2.5CH_3
L5 (without object)

Failure points: 0%

Mean: ‐6.92

Time‐>

Acceptable range: 2.5CH_4
L3 (without object)

Failure points: 0%

Mean: 77.2

Time‐>

Acceptable range: 2.5CH_4
L4 (with object)

Failure points: 0%

Mean: ‐6.96

Time‐>

Acceptable range: 2.5CH_4
L5 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐68.46

Time‐>

Acceptable range: 2.5CH_1
L3.1 (without object)

Failure points: 0%

Mean: 135.33

Time‐>

Acceptable range: 2.5CH_1
L4.1 (with object)

Failure points: 0%

Mean: ‐68.11

Time‐>

Acceptable range: 2.5CH_1
L5.1 (without object)

Failure points: 0%

Mean: ‐6.84

Time‐>

Acceptable range: 2.5CH_2
L3.1 (without object)

Failure points: 0%

Mean: 140.73

Time‐>

Acceptable range: 2.5CH_2
L4.1 (with object)

Failure points: 0%

Mean: ‐6.64

Time‐>

Acceptable range: 2.5CH_2
L5.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐0.72

Time‐>

Acceptable range: 2.5CH_3
L3.1 (without object)

Failure points: 0%

Mean: 89.31

Time‐>

Acceptable range: 2.5CH_3
L4.1 (with object)

Failure points: 0%

Mean: ‐0.58

Time‐>

Acceptable range: 2.5CH_3
L5.1 (without object)

Failure points: 0%

Mean: ‐4.37

Time‐>

Acceptable range: 2.5CH_4
L3.1 (without object)

Failure points: 0%

Mean: 41.15

Time‐>

Acceptable range: 2.5CH_4
L4.1 (with object)

Failure points: 0%

Mean: ‐4.32

Time‐>

Acceptable range: 2.5CH_4
L5.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐1.43

Time‐>

Acceptable range: 2.5CH_1
L3.2 (without object)

Failure points: 0%

Mean: 181.67

Time‐>

Acceptable range: 2.5CH_1
L4.2 (with object)

Failure points: 0%

Mean: ‐0.93

Time‐>

Acceptable range: 2.5CH_1
L5.2 (without object)

Failure points: 0%

Mean: 12.99

Time‐>

Acceptable range: 2.5CH_2
L3.2 (without object)

Failure points: 0%

Mean: 138.26

Time‐>

Acceptable range: 2.5CH_2
L4.2 (with object)

Failure points: 0%

Mean: 13.23

Time‐>

Acceptable range: 2.5CH_2
L5.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 1.53

Time‐>

Acceptable range: 2.5CH_3
L3.2 (without object)

Failure points: 0%

Mean: 74.27

Time‐>

Acceptable range: 2.5CH_3
L4.2 (with object)

Failure points: 0%

Mean: 1.65

Time‐>

Acceptable range: 2.5CH_3
L5.2 (without object)

Failure points: 0%

Mean: ‐4.85

Time‐>

Acceptable range: 2.5CH_4
L3.2 (without object)

Failure points: 0%

Mean: 30.62

Time‐>

Acceptable range: 2.5CH_4
L4.2 (with object)

Failure points: 0%

Mean: ‐4.8

Time‐>

Acceptable range: 2.5CH_4
L5.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐48.06

Time‐>

Acceptable range: 2.5CH_1
L0 (without object)

Failure points: 0%

Mean: 213.43

Time‐>

Acceptable range: 2.5CH_1
L1 (with object)

Failure points: 0%

Mean: ‐47.22

Time‐>

Acceptable range: 2.5CH_1
L2 (without object)

Failure points: 0%

Mean: ‐8.74

Time‐>

Acceptable range: 2.5CH_2
L0 (without object)

Failure points: 0%

Mean: 178.29

Time‐>

Acceptable range: 2.5CH_2
L1 (with object)

Failure points: 0%

Mean: ‐8.61

Time‐>

Acceptable range: 2.5CH_2
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐5.32

Time‐>

Acceptable range: 2.5CH_3
L0 (without object)

Failure points: 0%

Mean: 108.86

Time‐>

Acceptable range: 2.5CH_3
L1 (with object)

Failure points: 0%

Mean: ‐5.27

Time‐>

Acceptable range: 2.5CH_3
L2 (without object)

Failure points: 0%

Mean: ‐7.4

Time‐>

Acceptable range: 2.5CH_4
L0 (without object)

Failure points: 0%

Mean: 50.42

Time‐>

Acceptable range: 2.5CH_4
L1 (with object)

Failure points: 0%

Mean: ‐7.42

Time‐>

Acceptable range: 2.5CH_4
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐93.04

Time‐>

Acceptable range: 2.5CH_1
L0.1 (without object)

Failure points: 0%

Mean: 214.52

Time‐>

Acceptable range: 2.5CH_1
L1.1 (with object)

Failure points: 0%

Mean: ‐92.18

Time‐>

Acceptable range: 2.5CH_1
L2.1 (without object)

Failure points: 0%

Mean: ‐11.6

Time‐>

Acceptable range: 2.5CH_2
L0.1 (without object)

Failure points: 0%

Mean: 209.58

Time‐>

Acceptable range: 2.5CH_2
L1.1 (with object)

Failure points: 0%

Mean: ‐11.67

Time‐>

Acceptable range: 2.5CH_2
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐1.82

Time‐>

Acceptable range: 2.5CH_3
L0.1 (without object)

Failure points: 0%

Mean: 132.38

Time‐>

Acceptable range: 2.5CH_3
L1.1 (with object)

Failure points: 0%

Mean: ‐1.9

Time‐>

Acceptable range: 2.5CH_3
L2.1 (without object)

Failure points: 0%

Mean: ‐4.89

Time‐>

Acceptable range: 2.5CH_4
L0.1 (without object)

Failure points: 0%

Mean: 62.22

Time‐>

Acceptable range: 2.5CH_4
L1.1 (with object)

Failure points: 0%

Mean: ‐4.93

Time‐>

Acceptable range: 2.5CH_4
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐1.5

Time‐>

Acceptable range: 2.5CH_1
L0.2 (without object)

Failure points: 0%

Mean: 191.43

Time‐>

Acceptable range: 2.5CH_1
L1.2 (with object)

Failure points: 0%

Mean: ‐0.81

Time‐>

Acceptable range: 2.5CH_1
L2.2 (without object)

Failure points: 0%

Mean: 17.34

Time‐>

Acceptable range: 2.5CH_2
L0.2 (without object)

Failure points: 0%

Mean: 151.56

Time‐>

Acceptable range: 2.5CH_2
L1.2 (with object)

Failure points: 0%

Mean: 17.32

Time‐>

Acceptable range: 2.5CH_2
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 2.52

Time‐>

Acceptable range: 2.5CH_3
L0.2 (without object)

Failure points: 0%

Mean: 82.02

Time‐>

Acceptable range: 2.5CH_3
L1.2 (with object)

Failure points: 0%

Mean: 2.51

Time‐>

Acceptable range: 2.5CH_3
L2.2 (without object)

Failure points: 0%

Mean: ‐5

Time‐>

Acceptable range: 2.5CH_4
L0.2 (without object)

Failure points: 0%

Mean: 34.2

Time‐>

Acceptable range: 2.5CH_4
L1.2 (with object)

Failure points: 0%

Mean: ‐5.02

Time‐>

Acceptable range: 2.5CH_4
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐38.8

Time‐>

Acceptable range: 2.5CH_1
L3 (without object)

Failure points: 0.163%

Mean: 247.03

Time‐>

Acceptable range: 2.5CH_1
L4 (with object)

Failure points: 0.924%

Mean: ‐39

Time‐>

Acceptable range: 2.5CH_1
L5 (without object)

Failure points: 0%

Mean: ‐7.94

Time‐>

Acceptable range: 2.5CH_2
L3 (without object)

Failure points: 0%

Mean: 194.6

Time‐>

Acceptable range: 2.5CH_2
L4 (with object)

Failure points: 0%

Mean: ‐8.01

Time‐>

Acceptable range: 2.5CH_2
L5 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐5.56

Time‐>

Acceptable range: 2.5CH_3
L3 (without object)

Failure points: 0%

Mean: 116.43

Time‐>

Acceptable range: 2.5CH_3
L4 (with object)

Failure points: 0%

Mean: ‐5.61

Time‐>

Acceptable range: 2.5CH_3
L5 (without object)

Failure points: 0%

Mean: ‐7.83

Time‐>

Acceptable range: 2.5CH_4
L3 (without object)

Failure points: 0%

Mean: 53.09

Time‐>

Acceptable range: 2.5CH_4
L4 (with object)

Failure points: 0%

Mean: ‐7.93

Time‐>

Acceptable range: 2.5CH_4
L5 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐77.43

Time‐>

Acceptable range: 2.5CH_1
L3.1 (without object)

Failure points: 0.0544%

Mean: 219.1

Time‐>

Acceptable range: 2.5CH_1
L4.1 (with object)

Failure points: 1.52%

Mean: ‐78.23

Time‐>

Acceptable range: 2.5CH_1
L5.1 (without object)

Failure points: 0%

Mean: ‐11.79

Time‐>

Acceptable range: 2.5CH_2
L3.1 (without object)

Failure points: 0%

Mean: 202

Time‐>

Acceptable range: 2.5CH_2
L4.1 (with object)

Failure points: 0%

Mean: ‐11.85

Time‐>

Acceptable range: 2.5CH_2
L5.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐3.2

Time‐>

Acceptable range: 2.5CH_3
L3.1 (without object)

Failure points: 0%

Mean: 126.45

Time‐>

Acceptable range: 2.5CH_3
L4.1 (with object)

Failure points: 0%

Mean: ‐3.11

Time‐>

Acceptable range: 2.5CH_3
L5.1 (without object)

Failure points: 0%

Mean: ‐5.58

Time‐>

Acceptable range: 2.5CH_4
L3.1 (without object)

Failure points: 0%

Mean: 59.54

Time‐>

Acceptable range: 2.5CH_4
L4.1 (with object)

Failure points: 0%

Mean: ‐5.52

Time‐>

Acceptable range: 2.5CH_4
L5.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐5.76

Time‐>

Acceptable range: 2.5CH_1
L3.2 (without object)

Failure points: 0.218%

Mean: 163.23

Time‐>

Acceptable range: 2.5CH_1
L4.2 (with object)

Failure points: 0.218%

Mean: ‐5.97

Time‐>

Acceptable range: 2.5CH_1
L5.2 (without object)

Failure points: 0%

Mean: 9.93

Time‐>

Acceptable range: 2.5CH_2
L3.2 (without object)

Failure points: 0%

Mean: 128.14

Time‐>

Acceptable range: 2.5CH_2
L4.2 (with object)

Failure points: 0%

Mean: 10.05

Time‐>

Acceptable range: 2.5CH_2
L5.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐0.49

Time‐>

Acceptable range: 2.5CH_3
L3.2 (without object)

Failure points: 0%

Mean: 69.7

Time‐>

Acceptable range: 2.5CH_3
L4.2 (with object)

Failure points: 0%

Mean: ‐0.38

Time‐>

Acceptable range: 2.5CH_3
L5.2 (without object)

Failure points: 0%

Mean: ‐5.91

Time‐>

Acceptable range: 2.5CH_4
L3.2 (without object)

Failure points: 0%

Mean: 28.88

Time‐>

Acceptable range: 2.5CH_4
L4.2 (with object)

Failure points: 0%

Mean: ‐5.83

Time‐>

Acceptable range: 2.5CH_4
L5.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐22.63

Time‐>

Acceptable range: 2.5CH_1
L0 (without object)

Failure points: 0%

Mean: 204.84

Time‐>

Acceptable range: 2.5CH_1
L1 (with object)

Failure points: 0%

Mean: ‐22.51

Time‐>

Acceptable range: 2.5CH_1
L2 (without object)

Failure points: 0%

Mean: 6.66

Time‐>

Acceptable range: 2.5CH_2
L0 (without object)

Failure points: 0%

Mean: 167.79

Time‐>

Acceptable range: 2.5CH_2
L1 (with object)

Failure points: 0%

Mean: 6.6

Time‐>

Acceptable range: 2.5CH_2
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 2.81

Time‐>

Acceptable range: 2.5CH_3
L0 (without object)

Failure points: 0%

Mean: 100.29

Time‐>

Acceptable range: 2.5CH_3
L1 (with object)

Failure points: 0%

Mean: 2.76

Time‐>

Acceptable range: 2.5CH_3
L2 (without object)

Failure points: 0%

Mean: ‐3.97

Time‐>

Acceptable range: 2.5CH_4
L0 (without object)

Failure points: 0%

Mean: 45.16

Time‐>

Acceptable range: 2.5CH_4
L1 (with object)

Failure points: 0%

Mean: ‐3.99

Time‐>

Acceptable range: 2.5CH_4
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐39.06

Time‐>

Acceptable range: 2.5CH_1
L0.1 (without object)

Failure points: 0%

Mean: 155.27

Time‐>

Acceptable range: 2.5CH_1
L1.1 (with object)

Failure points: 0%

Mean: ‐38.64

Time‐>

Acceptable range: 2.5CH_1
L2.1 (without object)

Failure points: 0%

Mean: 20.66

Time‐>

Acceptable range: 2.5CH_2
L0.1 (without object)

Failure points: 0%

Mean: 161.13

Time‐>

Acceptable range: 2.5CH_2
L1.1 (with object)

Failure points: 0%

Mean: 20.73

Time‐>

Acceptable range: 2.5CH_2
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 14.01

Time‐>

Acceptable range: 2.5CH_3
L0.1 (without object)

Failure points: 0%

Mean: 99.87

Time‐>

Acceptable range: 2.5CH_3
L1.1 (with object)

Failure points: 0%

Mean: 13.98

Time‐>

Acceptable range: 2.5CH_3
L2.1 (without object)

Failure points: 0%

Mean: 0.92

Time‐>

Acceptable range: 2.5CH_4
L0.1 (without object)

Failure points: 0%

Mean: 44.4

Time‐>

Acceptable range: 2.5CH_4
L1.1 (with object)

Failure points: 0%

Mean: 0.91

Time‐>

Acceptable range: 2.5CH_4
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 0.064

Time‐>

Acceptable range: 2.5CH_1
L0.2 (without object)

Failure points: 0%

Mean: 161.7

Time‐>

Acceptable range: 2.5CH_1
L1.2 (with object)

Failure points: 0%

Mean: 0.36

Time‐>

Acceptable range: 2.5CH_1
L2.2 (without object)

Failure points: 0%

Mean: 19.72

Time‐>

Acceptable range: 2.5CH_2
L0.2 (without object)

Failure points: 0%

Mean: 135.2

Time‐>

Acceptable range: 2.5CH_2
L1.2 (with object)

Failure points: 0%

Mean: 19.69

Time‐>

Acceptable range: 2.5CH_2
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 5.8

Time‐>

Acceptable range: 2.5CH_3
L0.2 (without object)

Failure points: 0%

Mean: 76.09

Time‐>

Acceptable range: 2.5CH_3
L1.2 (with object)

Failure points: 0%

Mean: 5.73

Time‐>

Acceptable range: 2.5CH_3
L2.2 (without object)

Failure points: 0%

Mean: ‐2.74

Time‐>

Acceptable range: 2.5CH_4
L0.2 (without object)

Failure points: 0%

Mean: 32.88

Time‐>

Acceptable range: 2.5CH_4
L1.2 (with object)

Failure points: 0%

Mean: ‐2.78

Time‐>

Acceptable range: 2.5CH_4
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐25.01

Time‐>

Acceptable range: 2.5CH_1
L8 (without object)

Failure points: 0%

Mean: 178.3

Time‐>

Acceptable range: 2.5CH_1
L9 (with object)

Failure points: 0%

Mean: ‐25.1

Time‐>

Acceptable range: 2.5CH_1
L10 (without object)

Failure points: 0%

Mean: 2.39

Time‐>

Acceptable range: 2.5CH_2
L8 (without object)

Failure points: 0%

Mean: 146

Time‐>

Acceptable range: 2.5CH_2
L9 (with object)

Failure points: 0%

Mean: 2.41

Time‐>

Acceptable range: 2.5CH_2
L10 (without object)

Failure points: 0%



Static Calibration Test

Mean: 0.25

Time‐>

Acceptable range: 2.5CH_3
L8 (without object)

Failure points: 0%

Mean: 86.67

Time‐>

Acceptable range: 2.5CH_3
L9 (with object)

Failure points: 0%

Mean: 0.35

Time‐>

Acceptable range: 2.5CH_3
L10 (without object)

Failure points: 0%

Mean: ‐4.95

Time‐>

Acceptable range: 2.5CH_4
L8 (without object)

Failure points: 0%

Mean: 38.24

Time‐>

Acceptable range: 2.5CH_4
L9 (with object)

Failure points: 0%

Mean: ‐4.94

Time‐>

Acceptable range: 2.5CH_4
L10 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐67.47

Time‐>

Acceptable range: 2.5CH_1
L8.1 (without object)

Failure points: 0%

Mean: 149.86

Time‐>

Acceptable range: 2.5CH_1
L9.1 (with object)

Failure points: 0%

Mean: ‐67.58

Time‐>

Acceptable range: 2.5CH_1
L10.1 (without object)

Failure points: 0%

Mean: ‐2.88

Time‐>

Acceptable range: 2.5CH_2
L8.1 (without object)

Failure points: 0%

Mean: 153.69

Time‐>

Acceptable range: 2.5CH_2
L9.1 (with object)

Failure points: 0%

Mean: ‐2.77

Time‐>

Acceptable range: 2.5CH_2
L10.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 2.19

Time‐>

Acceptable range: 2.5CH_3
L8.1 (without object)

Failure points: 0%

Mean: 96.94

Time‐>

Acceptable range: 2.5CH_3
L9.1 (with object)

Failure points: 0%

Mean: 2.28

Time‐>

Acceptable range: 2.5CH_3
L10.1 (without object)

Failure points: 0%

Mean: ‐3.01

Time‐>

Acceptable range: 2.5CH_4
L8.1 (without object)

Failure points: 0%

Mean: 44.37

Time‐>

Acceptable range: 2.5CH_4
L9.1 (with object)

Failure points: 0%

Mean: ‐2.99

Time‐>

Acceptable range: 2.5CH_4
L10.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 3.97

Time‐>

Acceptable range: 2.5CH_1
L8.2 (without object)

Failure points: 0%

Mean: 223.89

Time‐>

Acceptable range: 2.5CH_1
L9.2 (with object)

Failure points: 0%

Mean: 4.51

Time‐>

Acceptable range: 2.5CH_1
L10.2 (without object)

Failure points: 0%

Mean: 18.31

Time‐>

Acceptable range: 2.5CH_2
L8.2 (without object)

Failure points: 0%

Mean: 175.31

Time‐>

Acceptable range: 2.5CH_2
L9.2 (with object)

Failure points: 0%

Mean: 18.52

Time‐>

Acceptable range: 2.5CH_2
L10.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 4.36

Time‐>

Acceptable range: 2.5CH_3
L8.2 (without object)

Failure points: 0%

Mean: 99.52

Time‐>

Acceptable range: 2.5CH_3
L9.2 (with object)

Failure points: 0%

Mean: 4.39

Time‐>

Acceptable range: 2.5CH_3
L10.2 (without object)

Failure points: 0%

Mean: ‐3.59

Time‐>

Acceptable range: 2.5CH_4
L8.2 (without object)

Failure points: 0%

Mean: 44.33

Time‐>

Acceptable range: 2.5CH_4
L9.2 (with object)

Failure points: 0%

Mean: ‐3.62

Time‐>

Acceptable range: 2.5CH_4
L10.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐44.44

Time‐>

Acceptable range: 2.5CH_1
L0 (without object)

Failure points: 0%

Mean: 289.72

Time‐>

Acceptable range: 2.5CH_1
L1 (with object)

Failure points: 0%

Mean: ‐41.99

Time‐>

Acceptable range: 2.5CH_1
L2 (without object)

Failure points: 0.256%

Mean: ‐2.49

Time‐>

Acceptable range: 2.5CH_2
L0 (without object)

Failure points: 0%

Mean: 240.2

Time‐>

Acceptable range: 2.5CH_2
L1 (with object)

Failure points: 0%

Mean: ‐1.97

Time‐>

Acceptable range: 2.5CH_2
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐1.08

Time‐>

Acceptable range: 2.5CH_3
L0 (without object)

Failure points: 0%

Mean: 149.26

Time‐>

Acceptable range: 2.5CH_3
L1 (with object)

Failure points: 0%

Mean: ‐0.95

Time‐>

Acceptable range: 2.5CH_3
L2 (without object)

Failure points: 0%

Mean: ‐5.3

Time‐>

Acceptable range: 2.5CH_4
L0 (without object)

Failure points: 0%

Mean: 71.78

Time‐>

Acceptable range: 2.5CH_4
L1 (with object)

Failure points: 0%

Mean: ‐5.28

Time‐>

Acceptable range: 2.5CH_4
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐90.24

Time‐>

Acceptable range: 2.5CH_1
L0.1 (without object)

Failure points: 0%

Mean: 169.04

Time‐>

Acceptable range: 2.5CH_1
L1.1 (with object)

Failure points: 0%

Mean: ‐87.27

Time‐>

Acceptable range: 2.5CH_1
L2.1 (without object)

Failure points: 0%

Mean: ‐3.86

Time‐>

Acceptable range: 2.5CH_2
L0.1 (without object)

Failure points: 0%

Mean: 183.55

Time‐>

Acceptable range: 2.5CH_2
L1.1 (with object)

Failure points: 0%

Mean: ‐3.57

Time‐>

Acceptable range: 2.5CH_2
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 4.17

Time‐>

Acceptable range: 2.5CH_3
L0.1 (without object)

Failure points: 0%

Mean: 119.45

Time‐>

Acceptable range: 2.5CH_3
L1.1 (with object)

Failure points: 0%

Mean: 4.07

Time‐>

Acceptable range: 2.5CH_3
L2.1 (without object)

Failure points: 0%

Mean: ‐1.7

Time‐>

Acceptable range: 2.5CH_4
L0.1 (without object)

Failure points: 0%

Mean: 57.3

Time‐>

Acceptable range: 2.5CH_4
L1.1 (with object)

Failure points: 0%

Mean: ‐1.82

Time‐>

Acceptable range: 2.5CH_4
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐3.48

Time‐>

Acceptable range: 2.5CH_1
L0.2 (without object)

Failure points: 0%

Mean: 252.42

Time‐>

Acceptable range: 2.5CH_1
L1.2 (with object)

Failure points: 0%

Mean: ‐1.73

Time‐>

Acceptable range: 2.5CH_1
L2.2 (without object)

Failure points: 0.257%

Mean: 21.66

Time‐>

Acceptable range: 2.5CH_2
L0.2 (without object)

Failure points: 0%

Mean: 204.22

Time‐>

Acceptable range: 2.5CH_2
L1.2 (with object)

Failure points: 0%

Mean: 21.72

Time‐>

Acceptable range: 2.5CH_2
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 7.22

Time‐>

Acceptable range: 2.5CH_3
L0.2 (without object)

Failure points: 0%

Mean: 118.71

Time‐>

Acceptable range: 2.5CH_3
L1.2 (with object)

Failure points: 0%

Mean: 7.15

Time‐>

Acceptable range: 2.5CH_3
L2.2 (without object)

Failure points: 0%

Mean: ‐2.08

Time‐>

Acceptable range: 2.5CH_4
L0.2 (without object)

Failure points: 0%

Mean: 54.64

Time‐>

Acceptable range: 2.5CH_4
L1.2 (with object)

Failure points: 0%

Mean: ‐2.14

Time‐>

Acceptable range: 2.5CH_4
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐32.43

Time‐>

Acceptable range: 2.5CH_1
L0 (without object)

Failure points: 0%

Mean: 9.39

Time‐>

Acceptable range: 2.5CH_1
L1 (with object)

Failure points: 0%

Mean: ‐31.84

Time‐>

Acceptable range: 2.5CH_1
L2 (without object)

Failure points: 0%

Mean: ‐0.72

Time‐>

Acceptable range: 2.5CH_2
L0 (without object)

Failure points: 0%

Mean: 23.84

Time‐>

Acceptable range: 2.5CH_2
L1 (with object)

Failure points: 0%

Mean: ‐0.72

Time‐>

Acceptable range: 2.5CH_2
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐1.68

Time‐>

Acceptable range: 2.5CH_3
L0 (without object)

Failure points: 0%

Mean: 10.44

Time‐>

Acceptable range: 2.5CH_3
L1 (with object)

Failure points: 0%

Mean: ‐1.64

Time‐>

Acceptable range: 2.5CH_3
L2 (without object)

Failure points: 0%

Mean: ‐5.98

Time‐>

Acceptable range: 2.5CH_4
L0 (without object)

Failure points: 0%

Mean: ‐0.91

Time‐>

Acceptable range: 2.5CH_4
L1 (with object)

Failure points: 0%

Mean: ‐5.93

Time‐>

Acceptable range: 2.5CH_4
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐72.88

Time‐>

Acceptable range: 2.5CH_1
L0.1 (without object)

Failure points: 0%

Mean: ‐43.42

Time‐>

Acceptable range: 2.5CH_1
L1.1 (with object)

Failure points: 0%

Mean: ‐71.79

Time‐>

Acceptable range: 2.5CH_1
L2.1 (without object)

Failure points: 0%

Mean: ‐1.1

Time‐>

Acceptable range: 2.5CH_2
L0.1 (without object)

Failure points: 0%

Mean: 16.61

Time‐>

Acceptable range: 2.5CH_2
L1.1 (with object)

Failure points: 0%

Mean: ‐1.28

Time‐>

Acceptable range: 2.5CH_2
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 3.77

Time‐>

Acceptable range: 2.5CH_3
L0.1 (without object)

Failure points: 0%

Mean: 12.71

Time‐>

Acceptable range: 2.5CH_3
L1.1 (with object)

Failure points: 0%

Mean: 3.56

Time‐>

Acceptable range: 2.5CH_3
L2.1 (without object)

Failure points: 0%

Mean: ‐2.19

Time‐>

Acceptable range: 2.5CH_4
L0.1 (without object)

Failure points: 0%

Mean: 1.48

Time‐>

Acceptable range: 2.5CH_4
L1.1 (with object)

Failure points: 0%

Mean: ‐2.35

Time‐>

Acceptable range: 2.5CH_4
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 3

Time‐>

Acceptable range: 2.5CH_1
L0.2 (without object)

Failure points: 0%

Mean: 46.02

Time‐>

Acceptable range: 2.5CH_1
L1.2 (with object)

Failure points: 0%

Mean: 3.91

Time‐>

Acceptable range: 2.5CH_1
L2.2 (without object)

Failure points: 0%

Mean: 19.92

Time‐>

Acceptable range: 2.5CH_2
L0.2 (without object)

Failure points: 0%

Mean: 45.1

Time‐>

Acceptable range: 2.5CH_2
L1.2 (with object)

Failure points: 0%

Mean: 19.86

Time‐>

Acceptable range: 2.5CH_2
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 5.18

Time‐>

Acceptable range: 2.5CH_3
L0.2 (without object)

Failure points: 0%

Mean: 17.56

Time‐>

Acceptable range: 2.5CH_3
L1.2 (with object)

Failure points: 0%

Mean: 5.13

Time‐>

Acceptable range: 2.5CH_3
L2.2 (without object)

Failure points: 0%

Mean: ‐3.2

Time‐>

Acceptable range: 2.5CH_4
L0.2 (without object)

Failure points: 0%

Mean: 2

Time‐>

Acceptable range: 2.5CH_4
L1.2 (with object)

Failure points: 0%

Mean: ‐3.23

Time‐>

Acceptable range: 2.5CH_4
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐28.18

Time‐>

Acceptable range: 2.5CH_1
L5 (without object)

Failure points: 0%

Mean: 15.16

Time‐>

Acceptable range: 2.5CH_1
L6 (with object)

Failure points: 0%

Mean: ‐27.94

Time‐>

Acceptable range: 2.5CH_1
L7 (without object)

Failure points: 0%

Mean: ‐0.29

Time‐>

Acceptable range: 2.5CH_2
L5 (without object)

Failure points: 0%

Mean: 25.57

Time‐>

Acceptable range: 2.5CH_2
L6 (with object)

Failure points: 0%

Mean: ‐0.31

Time‐>

Acceptable range: 2.5CH_2
L7 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐1.54

Time‐>

Acceptable range: 2.5CH_3
L5 (without object)

Failure points: 0%

Mean: 11.31

Time‐>

Acceptable range: 2.5CH_3
L6 (with object)

Failure points: 0%

Mean: ‐1.52

Time‐>

Acceptable range: 2.5CH_3
L7 (without object)

Failure points: 0%

Mean: ‐6.02

Time‐>

Acceptable range: 2.5CH_4
L5 (without object)

Failure points: 0%

Mean: ‐0.64

Time‐>

Acceptable range: 2.5CH_4
L6 (with object)

Failure points: 0%

Mean: ‐6.07

Time‐>

Acceptable range: 2.5CH_4
L7 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐66.14

Time‐>

Acceptable range: 2.5CH_1
L5.1 (without object)

Failure points: 0%

Mean: ‐26.51

Time‐>

Acceptable range: 2.5CH_1
L6.1 (with object)

Failure points: 0%

Mean: ‐66.02

Time‐>

Acceptable range: 2.5CH_1
L7.1 (without object)

Failure points: 0%

Mean: ‐1.86

Time‐>

Acceptable range: 2.5CH_2
L5.1 (without object)

Failure points: 0%

Mean: 22.97

Time‐>

Acceptable range: 2.5CH_2
L6.1 (with object)

Failure points: 0%

Mean: ‐1.55

Time‐>

Acceptable range: 2.5CH_2
L7.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 2.54

Time‐>

Acceptable range: 2.5CH_3
L5.1 (without object)

Failure points: 0%

Mean: 15.45

Time‐>

Acceptable range: 2.5CH_3
L6.1 (with object)

Failure points: 0%

Mean: 3

Time‐>

Acceptable range: 2.5CH_3
L7.1 (without object)

Failure points: 0%

Mean: ‐3.05

Time‐>

Acceptable range: 2.5CH_4
L5.1 (without object)

Failure points: 0%

Mean: 2.46

Time‐>

Acceptable range: 2.5CH_4
L6.1 (with object)

Failure points: 0%

Mean: ‐2.59

Time‐>

Acceptable range: 2.5CH_4
L7.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 3.25

Time‐>

Acceptable range: 2.5CH_1
L5.2 (without object)

Failure points: 0%

Mean: 45.07

Time‐>

Acceptable range: 2.5CH_1
L6.2 (with object)

Failure points: 0%

Mean: 3.35

Time‐>

Acceptable range: 2.5CH_1
L7.2 (without object)

Failure points: 0%

Mean: 16.89

Time‐>

Acceptable range: 2.5CH_2
L5.2 (without object)

Failure points: 0%

Mean: 41.86

Time‐>

Acceptable range: 2.5CH_2
L6.2 (with object)

Failure points: 0%

Mean: 17.04

Time‐>

Acceptable range: 2.5CH_2
L7.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 3.29

Time‐>

Acceptable range: 2.5CH_3
L5.2 (without object)

Failure points: 0%

Mean: 15.62

Time‐>

Acceptable range: 2.5CH_3
L6.2 (with object)

Failure points: 0%

Mean: 3.39

Time‐>

Acceptable range: 2.5CH_3
L7.2 (without object)

Failure points: 0%

Mean: ‐4.22

Time‐>

Acceptable range: 2.5CH_4
L5.2 (without object)

Failure points: 0%

Mean: 0.99

Time‐>

Acceptable range: 2.5CH_4
L6.2 (with object)

Failure points: 0%

Mean: ‐4.19

Time‐>

Acceptable range: 2.5CH_4
L7.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐22.86

Time‐>

Acceptable range: 2.5CH_1
L7 (without object)

Failure points: 0%

Mean: 306.53

Time‐>

Acceptable range: 2.5CH_1
L8 (with object)

Failure points: 0.479%

Mean: ‐23.01

Time‐>

Acceptable range: 2.5CH_1
L9 (without object)

Failure points: 0%

Mean: 1.31

Time‐>

Acceptable range: 2.5CH_2
L7 (without object)

Failure points: 0%

Mean: 238.74

Time‐>

Acceptable range: 2.5CH_2
L8 (with object)

Failure points: 0%

Mean: 1.37

Time‐>

Acceptable range: 2.5CH_2
L9 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐0.96

Time‐>

Acceptable range: 2.5CH_3
L7 (without object)

Failure points: 0%

Mean: 144.51

Time‐>

Acceptable range: 2.5CH_3
L8 (with object)

Failure points: 0%

Mean: ‐0.91

Time‐>

Acceptable range: 2.5CH_3
L9 (without object)

Failure points: 0%

Mean: ‐5.9

Time‐>

Acceptable range: 2.5CH_4
L7 (without object)

Failure points: 0%

Mean: 67.77

Time‐>

Acceptable range: 2.5CH_4
L8 (with object)

Failure points: 0%

Mean: ‐5.92

Time‐>

Acceptable range: 2.5CH_4
L9 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐57.69

Time‐>

Acceptable range: 2.5CH_1
L7.1 (without object)

Failure points: 0%

Mean: 217.17

Time‐>

Acceptable range: 2.5CH_1
L8.1 (with object)

Failure points: 0%

Mean: ‐58.34

Time‐>

Acceptable range: 2.5CH_1
L9.1 (without object)

Failure points: 0%

Mean: 0.018

Time‐>

Acceptable range: 2.5CH_2
L7.1 (without object)

Failure points: 0%

Mean: 198.64

Time‐>

Acceptable range: 2.5CH_2
L8.1 (with object)

Failure points: 0%

Mean: 0.029

Time‐>

Acceptable range: 2.5CH_2
L9.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 3

Time‐>

Acceptable range: 2.5CH_3
L7.1 (without object)

Failure points: 0%

Mean: 123.42

Time‐>

Acceptable range: 2.5CH_3
L8.1 (with object)

Failure points: 0%

Mean: 3.06

Time‐>

Acceptable range: 2.5CH_3
L9.1 (without object)

Failure points: 0%

Mean: ‐2.9

Time‐>

Acceptable range: 2.5CH_4
L7.1 (without object)

Failure points: 0%

Mean: 57.34

Time‐>

Acceptable range: 2.5CH_4
L8.1 (with object)

Failure points: 0%

Mean: ‐2.88

Time‐>

Acceptable range: 2.5CH_4
L9.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 9.28

Time‐>

Acceptable range: 2.5CH_1
L7.2 (without object)

Failure points: 0%

Mean: 251.27

Time‐>

Acceptable range: 2.5CH_1
L8.2 (with object)

Failure points: 0%

Mean: 9.68

Time‐>

Acceptable range: 2.5CH_1
L9.2 (without object)

Failure points: 0%

Mean: 19.55

Time‐>

Acceptable range: 2.5CH_2
L7.2 (without object)

Failure points: 0%

Mean: 195.01

Time‐>

Acceptable range: 2.5CH_2
L8.2 (with object)

Failure points: 0%

Mean: 19.91

Time‐>

Acceptable range: 2.5CH_2
L9.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 4.56

Time‐>

Acceptable range: 2.5CH_3
L7.2 (without object)

Failure points: 0%

Mean: 112.27

Time‐>

Acceptable range: 2.5CH_3
L8.2 (with object)

Failure points: 0%

Mean: 4.71

Time‐>

Acceptable range: 2.5CH_3
L9.2 (without object)

Failure points: 0%

Mean: ‐3.78

Time‐>

Acceptable range: 2.5CH_4
L7.2 (without object)

Failure points: 0%

Mean: 50.96

Time‐>

Acceptable range: 2.5CH_4
L8.2 (with object)

Failure points: 0%

Mean: ‐3.74

Time‐>

Acceptable range: 2.5CH_4
L9.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐46.67

Time‐>

Acceptable range: 2.5CH_1
L0 (without object)

Failure points: 0%

Mean: 207.6

Time‐>

Acceptable range: 2.5CH_1
L1 (with object)

Failure points: 0%

Mean: ‐44.22

Time‐>

Acceptable range: 2.5CH_1
L2 (without object)

Failure points: 0%

Mean: ‐5.33

Time‐>

Acceptable range: 2.5CH_2
L0 (without object)

Failure points: 0%

Mean: 179.65

Time‐>

Acceptable range: 2.5CH_2
L1 (with object)

Failure points: 0%

Mean: ‐4.54

Time‐>

Acceptable range: 2.5CH_2
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐3.01

Time‐>

Acceptable range: 2.5CH_3
L0 (without object)

Failure points: 0%

Mean: 112.02

Time‐>

Acceptable range: 2.5CH_3
L1 (with object)

Failure points: 0%

Mean: ‐2.74

Time‐>

Acceptable range: 2.5CH_3
L2 (without object)

Failure points: 0%

Mean: ‐6.52

Time‐>

Acceptable range: 2.5CH_4
L0 (without object)

Failure points: 0%

Mean: 52.83

Time‐>

Acceptable range: 2.5CH_4
L1 (with object)

Failure points: 0%

Mean: ‐6.47

Time‐>

Acceptable range: 2.5CH_4
L2 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐91.04

Time‐>

Acceptable range: 2.5CH_1
L0.1 (without object)

Failure points: 0%

Mean: 207.51

Time‐>

Acceptable range: 2.5CH_1
L1.1 (with object)

Failure points: 0%

Mean: ‐88.59

Time‐>

Acceptable range: 2.5CH_1
L2.1 (without object)

Failure points: 0%

Mean: ‐5.63

Time‐>

Acceptable range: 2.5CH_2
L0.1 (without object)

Failure points: 0%

Mean: 210.84

Time‐>

Acceptable range: 2.5CH_2
L1.1 (with object)

Failure points: 0%

Mean: ‐5.1

Time‐>

Acceptable range: 2.5CH_2
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: 2.94

Time‐>

Acceptable range: 2.5CH_3
L0.1 (without object)

Failure points: 0%

Mean: 136.04

Time‐>

Acceptable range: 2.5CH_3
L1.1 (with object)

Failure points: 0%

Mean: 3.12

Time‐>

Acceptable range: 2.5CH_3
L2.1 (without object)

Failure points: 0%

Mean: ‐2.62

Time‐>

Acceptable range: 2.5CH_4
L0.1 (without object)

Failure points: 0%

Mean: 65.19

Time‐>

Acceptable range: 2.5CH_4
L1.1 (with object)

Failure points: 0%

Mean: ‐2.48

Time‐>

Acceptable range: 2.5CH_4
L2.1 (without object)

Failure points: 0%



Static Calibration Test

Mean: ‐7.15

Time‐>

Acceptable range: 2.5CH_1
L0.2 (without object)

Failure points: 0%

Mean: 228.17

Time‐>

Acceptable range: 2.5CH_1
L1.2 (with object)

Failure points: 0%

Mean: ‐5.9

Time‐>

Acceptable range: 2.5CH_1
L2.2 (without object)

Failure points: 0%

Mean: 17.71

Time‐>

Acceptable range: 2.5CH_2
L0.2 (without object)

Failure points: 0%

Mean: 187.37

Time‐>

Acceptable range: 2.5CH_2
L1.2 (with object)

Failure points: 0%

Mean: 17.89

Time‐>

Acceptable range: 2.5CH_2
L2.2 (without object)

Failure points: 0%



Static Calibration Test

Mean: 4.83

Time‐>

Acceptable range: 2.5CH_3
L0.2 (without object)

Failure points: 0%

Mean: 109.18

Time‐>

Acceptable range: 2.5CH_3
L1.2 (with object)

Failure points: 0%

Mean: 4.83

Time‐>

Acceptable range: 2.5CH_3
L2.2 (without object)

Failure points: 0%

Mean: ‐3.42

Time‐>

Acceptable range: 2.5CH_4
L0.2 (without object)

Failure points: 0%

Mean: 49.83

Time‐>

Acceptable range: 2.5CH_4
L1.2 (with object)

Failure points: 0%

Mean: ‐3.43

Time‐>

Acceptable range: 2.5CH_4
L2.2 (without object)

Failure points: 0%




